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Environmental Protection Agency § 60.483–2 

(3) The owner or operator has a writ-
ten plan that requires inspection of the 
equipment at least once every 5 years. 
A closed vent system is exempt from 
inspection if it is operated under a vac-
uum. 

(l) The owner or operator shall record 
the information specified in paragraphs 
(l)(1) through (l)(5) of this section. 

(1) Identification of all parts of the 
closed vent system that are designated 
as unsafe to inspect, an explanation of 
why the equipment is unsafe to in-
spect, and the plan for inspecting the 
equipment. 

(2) Identification of all parts of the 
closed vent system that are designated 
as difficult to inspect, an explanation 
of why the equipment is difficult to in-
spect, and the plan for inspecting the 
equipment. 

(3) For each inspection during which 
a leak is detected, a record of the infor-
mation specified in § 60.486(c). 

(4) For each inspection conducted in 
accordance with § 60.485(b) during 
which no leaks are detected, a record 
that the inspection was performed, the 
date of the inspection, and a statement 
that no leaks were detected. 

(5) For each visual inspection con-
ducted in accordance with paragraph 
(f)(1)(ii) of this section during which no 
leaks are detected, a record that the 
inspection was performed, the date of 
the inspection, and a statement that 
no leaks were detected. 

(m) Closed vent systems and control 
devices used to comply with provisions 
of this subpart shall be operated at all 
times when emissions may be vented to 
them. 

[48 FR 48335, Oct. 18, 1983, as amended at 51 
FR 2702, Jan. 21, 1986; 60 FR 43258, Aug. 18, 
1995; 61 FR 29878, June 12, 1996; 65 FR 78277, 
Dec. 14, 2000] 

§ 60.483–1 Alternative standards for 
valves—allowable percentage of 
valves leaking. 

(a) An owner or operator may elect 
to comply with an allowable percent-
age of valves leaking of equal to or less 
than 2.0 percent. 

(b) The following requirements shall 
be met if an owner or operator wishes 
to comply with an allowable percent-
age of valves leaking: 

(1) An owner or operator must notify 
the Administrator that the owner or 
operator has elected to comply with 
the allowable percentage of valves 
leaking before implementing this alter-
native standard, as specified in 
§ 60.487(d). 

(2) A performance test as specified in 
paragraph (c) of this section shall be 
conducted initially upon designation, 
annually, and at other times requested 
by the Administrator. 

(3) If a valve leak is detected, it shall 
be repaired in accordance with § 60.482– 
7(d) and (e). 

(c) Performance tests shall be con-
ducted in the following manner: 

(1) All valves in gas/vapor and light 
liquid service within the affected facil-
ity shall be monitored within 1 week 
by the methods specified in § 60.485(b). 

(2) If an instrument reading of 10,000 
ppm or greater is measured, a leak is 
detected. 

(3) The leak percentage shall be de-
termined by dividing the number of 
valves for which leaks are detected by 
the number of valves in gas/vapor and 
light liquid service within the affected 
facility. 

(d) Owners and operators who elect to 
comply with this alternative standard 
shall not have an affected facility with 
a leak percentage greater than 2.0 per-
cent, determined as described in 
§ 60.485(h). 

[48 FR 48335, Oct. 18, 1983, as amended at 65 
FR 61762, Oct. 17, 2000; 65 FR 78278, Dec. 14, 
2000; 72 FR 64882, Nov. 16, 2007] 

§ 60.483–2 Alternative standards for 
valves—skip period leak detection 
and repair. 

(a)(1) An owner or operator may elect 
to comply with one of the alternative 
work practices specified in paragraphs 
(b)(2) and (3) of this section. 

(2) An owner or operator must notify 
the Administrator before imple-
menting one of the alternative work 
practices, as specified in § 60.487(d). 

(b)(1) An owner or operator shall 
comply initially with the requirements 
for valves in gas/vapor service and 
valves in light liquid service, as de-
scribed in § 60.482–7. 

(2) After 2 consecutive quarterly leak 
detection periods with the percent of 
valves leaking equal to or less than 2.0, 
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